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X START ) 
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SECURE HOSE BIB CONTAINMENT DEVICE TO 
EXTERIOR WALL THAT HAS AN OPENING EXTENDING 
TO AN INTERIOR WALL 
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PLACE MORTAR AND BRICKS AROUND THE 
CONTAINMENT DEVICE SO BRICKS ARE FLUSH WITH 
THE FACE OF THE FRONT PORTION 
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INSTALL A HOSE BIB THROUGH THE HOLE IN THE 
CONTAINMENT DEVICE INTO THE OPENING 
EXTENDING TO THE INTERIOR WALL 
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SECURE THE HOSE BIB TO THE FRONT PORTION 
OF THE CONTAINMENT DEVICE 
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CONNECT THE HOSE BIB TO A WATER SUPPLY 
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X start) 
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DISCONNECT THE HOSE BIB FROM THE WATER 

SUPPLY 
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REMOVE 


THE HOSE BIB FROM 


THE 


CONTAINMENT 


DEVICE 


WITHOUT DISTURBING 


THE 


MORTAR AND 




BRICKS 
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REPAIR OR REPLACE HOSE BIB AND 
RE-INSTALL ACCORDING TO STEPS 86-90 
AS ILLUSTRATED IN FIG. 9 
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X END ) 
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